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Welding, Cutting & Robitic Solution

LW-310 LW-330 LW-370

Welding Ability ®2.5x300mm(PCS) ©3.2x350mm(PCS) ©4.0x400mm(PCS)

LW-310 13 6 3
LW-330 28 14 8
LW-370 80 40 22

Note: Welding data is for reference only. Actual use may vary depending on user habits and welding materials.

Portable design, easy to carry.

Built-in battery under-voltage protection function to safely protect the battery and prolong the servicelife.

Built-in thrust, thermal arc adjustment, VRD anti-electric shock function, can also be used for contact TIG welding.

Support welding rods with a diameter of 2.5-4.0mm, pure DC welding, intelligent digital control circuit,

and beautiful welding forming.

Built-in battery intelligent management system, BMS information Bluetooth reading, compatible with Andreid, iOS system.
Fan intelligent start-stop function.

MODEL LW-310 LW-330 LW-370
L] Powered wel del" Current Range 20-120A 20-150A 20-180A
Welding Voltage 20.4V-24.8V 20.4V-26V 20.4V-27.2V
LW-310/330/370 E TR
Battery Capacity 480Wh(NCM) 962Wh(NCM) 2405Wh(NCM)
Electrode Diameter ©2.5-®4.0mm
Suitable Material Stainless steel, carbon steel, low alloy steel
Ambient Temperature -20°C~55°C
Protection Function Overload, undervoltage, short circuit, leakage, abnormal
Protection Class 1P21
Duty Cycle 35%
Cycle Times 1500 times/25°C
Charging Time 1.5-2h 1.5-2h 3-4h
Size/Weight 355x180x310mm(9kg) 375x180x310mm(12kg) 475%213x350mm(23kg)
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